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INSTALLATION ELIGIBILITY BY MODEL

Any RV-6 can accept the AeroSun Vx with the purchase of the W-715-1 wingtips from Van's
RV-6 Aircraft. The W-715-1 wingtip fairings will fit the RV-6 which have the larger light cutout required

for the AeroSun Vx to be installed.

Any RV-7/8 that was built with the W-715-1 wingtip fairings (2005 to current) can accept the
RV-7/8 AeroSun Vx. If your airplane has the older W-715 fairings [Pre-2005) then an upgrade to the W-

715-1 wingtip fairings is required to install the AeroSun Vx

All RV-9 will require the purchase of Conversion Kit (01-2500KT-1) which consists of (2)
fiberglass inserts and leading edge window to retrofit the existing wingtips from Vans. The

RV-9 existing wingtips must be cut, tape-glassed and filled in-place to accept the larger cutout. Note:

Window [VA-166) supplied from Vans will not work for the conversion kit so the new part (01-
2500-KT-1A) must be used.

Conversion kit (01-2500-KT-2) which consists of (2] fiberglass inserts will retrofit the existing

RV-IO/I 4 wingtips from Vans to fit the AeroSun Vx. NOTE: The existing wingtip window (VA-193) from

Vans will work with conversion kit.
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Requires Conversion Kit 01-2500-KT-1
° Note: Window (VA-166) supplied from Vans WILL NOT work for the
conversion kit so new part (01-2500-KT-TA) must be used.

Requires Conversion Kit 01-2500-KT-2
° Noete: The existing wingtip window (VA-193) from Vans WILL work with

l_l conversion kit.
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