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Installation Preparation  
Before initiating the installation process, gather the following tools and supplies: 

Tools/Supplies 

1) SharpieτExtra Fine Point Pen 

2) Іл Ȅ мκуέ Cƭŀǘ .ƭŀŘŜŘ {ŎǊŜǿŘǊƛǾŜǊ  

3) (1) roll 1έ ǿƛŘŜ оa .ƭǳŜ ƳŀǎƪƛƴƎ ǘŀǇŜ 

4) όпύ сέȄ нέ 5ǳŎǘ ¢ŀǇŜ {ǘǊƛǇǎ  

5) оκуέ /ƻǊŘƭŜǎǎ 5Ǌƛƭƭ Motor 

6) мκуέ 5Ǌƛƭƭ Bit 

7) рκонέ Drill Bit 

8) 100 Degree CS Bit 

9) (2) мκуέ /ƭŜŎƻ 

10) Cleco Pliers 

11) Rivet Gun 

12) Dremel Tool (or die grinder) 

13) 1.5έŘƛŀ Ȅ Φлслέ /ǳǘoff Disk 

14) 5/8έŘƛŀΣ ул ƎǊƛǘ ǎŀƴŘƛƴƎ ŘǊǳƳ   

15) (1) sheet 80-150 grit sandpaper 

16) Left and Right printed 1:1 pattern template 

a. 09-2500-R Template Tool 

b. 09-2500-L Template Tool 

17) (4) #6-онȄмΦрέ ǎǘŀƛƴƭŜǎǎ ƳŀŎƘƛƴŜ ǎŎǊŜǿ 

18) όпύ ΦмрлέŘƛŀ ǘƘƛƴ Ŧƭŀǘ ǿŀǎƘŜǊ  

19) (4) .1έ x Φнпέh5 Ȅ Φлолέx16lb/in  Compression Springs 

20) όуύ Φмнрέ Ȅ Φнрέ !ƭǳƳƛƴǳƳ ƳŀƴŘǊƛƭƭΣ !ƭǳƳƛƴǳƳ ōƻŘȅ ǊƛǾŜǘ 

* Items included in Installation Kit  
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Step 1: Locate and Fix Wingtip Cutout  
 
1) Using either the full-scale print out of the mount template sheet or the optional Template Jig (shown below); locate the 

Right wingtip and Right Template (09-2500-R).  bƻǘŜΥ ǘƘŜ ǘŜƳǇƭŀǘŜ ƛǎ ŎƭŜŀǊƭȅ ƳŀǊƪŜŘ ά-[έ ƻǊ ά-wέ ŀƴŘ ǘƘŜ ƴƻǘŎƘŜŘ corners 
should always be oriented in the upward direction.  

 

r r 
 
2) While pressing mount template firmly against the intersection of the aft and lateral faces of the wingtip, locate template so 

that all four gage windows have roughly an equal reveal.  Also, use the forward gage window to align the jig with the 
leading edge of the wing.  
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3) Once properly located, hold the jig in-place with one hand and use a Sharpie Fine Tip pen to locate the center of one side of 
the Mount Holes.  
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4) ¦ǎƛƴƎ ŀƴ мκуέ ŘǊƛƭƭ ōƛǘΣ ŘǊƛƭƭ ǘƘŜ ƳŀǊƪŜŘ ƘƻƭŜ 
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5) ¦ǎƛƴƎ ŀ мκуέ /leco, fix the template to the new hole. Ensure the template is pressed against the rear bulkhead and is 
aligned parallel, then mark and drill the other Mount Hole, then Cleco the second hole to fix the template in-place. 
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6) With the template securely held in-ǇƭŀŎŜ ǿƛǘƘ ǘƘŜ ǘǿƻ /ƭŜŎƻΩǎ ŀƴŘ ƎŜƴǘƭȅ ǇǊŜǎǎƛƴƎ Řƻǿƴ ƻƴ ǘƘŜ ŦǊƻƴǘΣ ǘƻǇ ŜŘƎŜ ƻŦ ǘƘŜ 
template, use the Sharpie pen to carefully trace the inner perimeter of the template cutout section. 

7) Remove the template to reveal the traced line.  
8) After the template is removed use a 5/32έ drill ōƛǘ ǘƻ ƻǇŜƴ ǘƘŜ мκуέ ƘƻƭŜs to final size. 
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 Step 2: Pre-Cut Wingtip Cutout  
 

1) Using die cutter or Dremel tool and a 1.5έ ŘƛŀƳŜǘŜǊ ŎǳǘǘƛƴƎ ǿƘŜŜƭΣ Ŏǳǘ ǘƻ ǘƘŜ INSIDE of the traced line. NOTE: Be sure to 
leave the traced line visible and only cut up to it, since final fit and finish will be done via the sanding process and final fit.  

  
2) Using a 80-мрл ƎǊƛǘ ѹέ ǎŀƴŘƛƴƎ ŘǊǳƳ ŀǘǘŀŎƘƳŜƴǘΣ ǎƳƻƻǘƘ ǘƘŜ Ŏǳǘ ŜŘƎŜǎ ŀƴŘ ŎƻǊƴŜǊǎ ǿƘƛƭŜ ōŜƛƴƎ ŘƛƭƛƎŜƴǘ ǘƻ ƪŜŜǇ ƛƴǎƛŘŜ ǘƘŜ 

marked lines. While sanding, keep the tool aligned with the foreword section (in plane) of the wingtip (i.e. keep tool axis in-
line with the forward direction of the aircraft). 

 

 
 




























































